
Enquiry form Chip conveyors

total length LG mm 
hutch length LT mm
work zone length LA mm
hutch width TB mm
conveyor width FB mm
total height HG mm
discharge height HG mm

underride height HU mm 
hutch height HT mm
incline ST °
tank length LB mm
tank width BB mm
tank height HB mm
discharge length AL mm

desired dimensions of the conveyor:

quantity of chips kg/min
material of chips 
form of chips
length of chips mm
number of chip space

type of cooling lubricant
quantity of cooling lubricant l /min
viscosity of cooling lubricant mm2/s

specifications of materials: specifications of cooling lubricants:

right or left
overload protection - mechanical

- mechanical inductive controlled
- active current indicator

working voltage V/Hz
control voltage V/AC/DC

drive in conveying direction:

circular brush yes/no
folding brush yes/no

color RAL
instruction manual language

color / instruction manual:cleaning cycle (only scraper chip conveyor):
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sight glass yes/no
supply pump 1 yes/no l/min bar
supply pump 2 yes/no l/min bar

pump bore hole yes/no
level indicator  - min. warning yes/no

- max. warning yes/no
- max. advance warning yes/no

tank equipment

KÜMA Apparatebau GmbH & Co. KG Benzstraße 2
72649 Wolfschlugen
Phone 07022-5003-0 
E-mail: info@bkw-kuema.de

other

You simply can send the filled form to us 
by e-mail.
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